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Stelos – compact and 
lightweight for maximum mobility
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Technical data
Flash energy max. 800 J
f-stop at 2m, 100 ISO
- with Wide angle umbrella reflector Ø 120 mm
- with P70 normal reflector

22 3/10
45 3/10

Flash duration t0.1 opt (t 0.5 opt)
- min. energy
- max. energy

1/9’200 s (1/16’000 s)
1/250 s (1/750 s)

Flash duration Speed mode t0.1 (t0.5)
- min. energy
- max. energy (power level 1.0 to 6.8 only)

1/11'500 s (1/21'200 s)
1/5'400 s (1/8'700 s)

Flash duration Shortest Mode t0.1 min (t 0.5 min)
- min. energy
- max. energy

1/19’500 s (1/56’400 s)
1/250 s (1/790 s)

Flash recycling time (at 28V)
(100% of selected energy)

0.008 - 2.5 s (min. / max. energy)

Number of full power flashes per battery charge >300
Setting range for flash energy 0.78 - 800 J 

over 10 f-stop intervals, in steps of 1/10 or full f-stops
Flash colour temperature adjustable, -100 K to +800 K, depending on selected energy
Modeling light (MOD) LED 49 Watt typical

2700 to 6500 K
Colour rendering index, CRI (MOD), 100% power typically 98
Flash release manual trigger button, photocell, sync cable, with built-in broncolor RFS  receiver 

(compatible with RFS 2.1, RFS 2.2, and RFS 3)
Remote control bronControl App or bronAPI
Ready indicator visual (via modelling light) and acoustic (can be switched off)

Extra functions

sequences (flash series) up to 100 flashes
alternating (with bronControl App)
delay (up to 50 s) 
High-Speed-Sync (HSS); power level 5.4 to 11.0 only
Speed Mode and t 0.1 min for fastest flash times
integrated umbrella holder
freehand bayonet locking system
daily and total flash counter
customisable display interface
Interface

Display bright 2.8” LCD with excellent readability
User interface one rotary controller, two buttons, intuitive, minimalistic or “all at a glance”

Menu languages
Chinese Simplified, Dutch, English, French, German, Italian, Japanese, Korean, Polish, 
Portuguese, Spanish

Cooling temperature-controlled fan
Dimensions

Length (Handle to tip of protective glass) 265 mm (10.4 in)
Length (Handle to tip of transport protective cap) 270 mm (10.6 in)
Height (folded stand mount to top of housing) 165 mm (6.5 in)
Width 167 mm (6.6 in)
Weight 
(without battery, incl. Wide Angle Umbrella 
Reflector Ø 120 mm, without protective cap)

2’800 g
(6.17 lbs)

Technical data
Flash energy max. 800 J
f-stop at 2m, 100 ISO
- with Wide angle umbrella reflector Ø 120 mm
- with P70 normal reflector

22 3/10
45 3/10

Flash duration t0.1 opt (t 0.5 opt)
- min. energy
- max. energy

1/9’200 s (1/16’000 s)
1/250 s (1/750 s)

Flash duration Speed mode t0.1 (t0.5)
- min. energy
- max. energy (power level 1.0 to 6.8 only)

1/11'500 s (1/21'200 s)
1/5'400 s (1/8'700 s)

Flash duration Shortest Mode t0.1 min (t 0.5 min)
- min. energy
- max. energy

1/19’500 s (1/56’400 s)
1/250 s (1/790 s)

Flash recycling time (at 28V)
(100% of selected energy)

0.008 - 2.5 s (min. / max. energy)

Number of full power flashes per battery charge >300
Setting range for flash energy 0.78 - 800 J 

over 10 f-stop intervals, in steps of 1/10 or full f-stops
Flash colour temperature adjustable, -100 K to +800 K, depending on selected energy
Modeling light (MOD) LED 49 Watt typical

2700 to 6500 K
Colour rendering index, CRI (MOD), 100% power typically 98
Flash release manual trigger button, photocell, sync cable, with built-in broncolor RFS  receiver 

(compatible with RFS 2.1, RFS 2.2, and RFS 3)
Remote control bronControl App or bronAPI
Ready indicator visual (via modelling light) and acoustic (can be switched off)

Extra functions

sequences (flash series) up to 100 flashes
alternating (with bronControl App)
delay (up to 50 s) 
High-Speed-Sync (HSS); power level 5.4 to 11.0 only
Speed Mode and t 0.1 min for fastest flash times
integrated umbrella holder
freehand bayonet locking system
daily and total flash counter
customisable display interface
Interface

Display bright 2.8” LCD with excellent readability
User interface one rotary controller, two buttons, intuitive, minimalistic or “all at a glance”
Cooling temperature-controlled fan

Dimensions
Length (Handle to tip of protective glass) 265 mm (10.4 in)
Length (Handle to tip of transport protective cap) 270 mm (10.6 in)
Height (folded stand mount to top of housing) 165 mm (6.5 in)
Width 167 mm (6.6 in)
Weight 
(without battery, incl. Wide Angle Umbrella 
Reflector Ø 120 mm, without protective cap)

2’800 g
(6.17 lbs)

Stelos 800 L
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Weight 
(incl. battery & Wide Angle Umbrella Reflector Ø 
120 mm, without protective cap)

3’390 g 
(7.47 lbs)

Weight of battery 590 g (1.30 lbs)
Battery Li-Ion, 88Wh, 28.8V, V-Mount interface, item number: 36.170.00

can be charged while in use via USB-C 
(e.g. with broncolor USB-C charger 140 W item number: 36.171.00)

Battery dimensions
12.0 x 8.3 x 6.2 cm
(4.7 x 3.3 x 2.4 in)

Stand mount for bolts 12 mm (0.47 in), 3/8" thread and bolts 16 mm (0.63 in)
Other information

WiFi 2.4GHz (only Enterprise mode)
Firmware update WiFi
Temperature range of use -10 °C to 45 °C
Temperature storage -10 °C to 50 °C
Cognition light 2x (left/right)

5 colours (blue, green, purple, yellow, turquoise)
Compatibility compatible with broncolor bayonet
Menu languages English, German, French, Korean, Japanese, Italian, Spanish, Chinese simpl., Polish
Warranty period factory warranty of 2 years from date of purchase (for the first owner)
Approvals Not yet final
Standards Not yet final
Item number 31.756.XX 

Weight 
(incl. battery & Wide Angle Umbrella Reflector Ø 
120 mm, without protective cap)

3’390 g 
(7.47 lbs)

Weight of battery 590 g (1.30 lbs)

Battery

Li-Ion, 88Wh, 28.8V, V-Mount interface, item number: 36.170.00
can be charged while in use via USB-C 
(e.g. with broncolor USB-C charger 140 W item number: 36.171.00)
Optimal performance can only be guaranteed when using the original broncolor Li-Ion 
battery 28 V V-Mount (item no. 36.170.00). The use of third-party batteries is at the 
user’s own risk.

Battery dimensions
12.0 x 8.3 x 6.2 cm
(4.7 x 3.3 x 2.4 in)

Stand mount for bolts 12 mm (0.47 in), 3/8" thread and bolts 16 mm (0.63 in)
Other information

WiFi 2.4GHz (only Enterprise mode)
Firmware update WiFi
Temperature range of use 0 °C to 40 °C
Temperature storage -10 °C to 45 °C
Cognition light 2x (left/right)

5 colours (blue, green, purple, yellow, turquoise)
Compatibility compatible with broncolor bayonet

Menu languages
English, German, French, Korean, Japanese, Italian, Spanish, Chinese simpl., Polish, 
Portuguese, Dutch

Warranty period factory warranty of 2 years from date of purchase (for the first owner)
Approvals CE, FCC

Standards

Stelos: EN 60598-2-4:2017, EN 60598-1 :2020, EN 55032:2015 (Class A), EN 
55035:2017, EN61000-3-2:2019, EN61000-3-3:2013+A1:2019, ETSI EN 301 893 
V2.1.1, ETSI EN 300 328 V2.2.2, ICES 003, FCC Title 47 CFR Part 15 sub B, C and E. 
Battery: UN ST/SG/AC.10/11/Rev.8 part III UN38.3, IEC 62133-2:2017+AMD1:2021

Item number 31.756.XX 

Photometry
with various broncolor light shapers
Stelos 800 J
Aperture at 2 m distance, ISO 100

P70 L40 Para 88 Softbox 60 x 100 cmWide-angle 
umbrella reflector 
Ø 120 mm 

45 3/10 32 5/10 32 5/10 22 3/10 16 1/10
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LED F160
61.010.00
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Standard reflector P65
33.106.00
Standard reflector P70
33.107.00

Narrow angle reflector P45
33.104.00
Narrow angle reflector P50
for Pulso 8
33.105.00

Beauty Dish
with textile diffuser
33.111.00

Wide angle
reflector P120
33.112.00

Background
reflector
33.114.00

Spot attachment
33.640.00

Conical snoot
33.120.00

Soft- 
reflector for 
Ringflash C
33.123.00

Beauty- 
reflector for 
Ringflash C
33.124.00

Power-
reflector for 
Ringflash C
33.125.00

Pulso 
wall adapter
36.900.00

UV-
attachment
33.626.00

PAR reflector
33.113.00

P-Travel reflector 
33.103.00

Standard reflector L40
33.115.00

Softlight reflector P
33.110.00
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Softbox
33.560.00 35 × 60
33.561.00 60 × 60
33.562.00 60 × 100
33.563.00 100 × 100

33.564.00 30 × 120
33.565.00 90 × 120
33.566.00 120 × 180
33.567.00 30 × 180

Octabox
33.600.00 75
33.601.00 150

Beautybox
33.568.00 65 

Edge Mask for Softbox
33.612.00 35 × 60
33.613.00 60 × 100
33.614.00 90 × 120
33.615.00 120 × 180
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Ringflash C
32.462.XX

Litestick
32.451.00

Boxlite 40
32.341.XX

LA
M

P
S

Unilite 1600 J
32.113.XX
Unilite 3200 J
32.114.XX

Picolite
small lamp      
32.021.XX

Pulso G 1600 J
32.115.XX
Pulso G 3200 J
32.116.XX

Pulso L 1600 J
32.130.00 
Pulso L 3200 J
32.131.00
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Scoro 1600 E WiFi / RFS 2
31.066.XX
Scoro 3200 E WiFi / RFS 2
31.067.XX

Scoro 1600 S WiFi / RFS 2
31.046.XX
Scoro 3200 S WiFi / RFS 2
31.047.XX
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Satos 3200
31.071.XX
Satos 1600
31.070.XX

Satos
charging 
station
36.198.00
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Scope D50
82.110.XX
Scope D50 UV/IR
82.130.XX
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Siros 400 S WiFi / 
RFS 2
31.623.XX

Siros 800 S WiFi / 
RFS 2
31.643.XX
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Umbrella reflector 
Ø 120 mm
(for LED F160 and 
Pulso L)
33.170.00

Attachment with 3 
honeycomb grids and 2 
aperture masks for Picolite
33.204.00

Fresnel spot 
attachment for 
Picolite
33.631.00

Barn doors 
with 2 wings for P70
33.227.00

Sunlite-Set
33.162.00

Honeycomb grids, set of 3 pieces
33.205.00 for P50
33.206.00 for P65, P45 and PAR
33.211.00 extremely narrow for P65, 
 P45 and PAR (1 pcs)
33.207.00 for P70
33.194.00 zu L40

Pulso adapter
for Picolite
33.501.00

Barn door
for P-Travel
33.243.00

Strip Grid 5:1 for 
P70 reflector
33.195.00

Honeycomb 
grid for softlight 
reflector P and 
Beauty Dish
33.210.00

Diffuser filter 
for softlight 
reflector P and 
Beauty Dish
33.310.00

Projection 
attachment for 
Picolite
33.641.00

Barn door with 4 
wings 
33.246.00 for P65, 
P45 and PAR
33.247.00 for P70
33.119.00 for L40

Barn door with 
4 wings for 
Picolite
33.244.00

Honeycomb grids, 
set of 3 pieces
33.219.00 for Ringflash C
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33.576.00  Focus 110 silver/black Ø 110 cm
33.496.00  Umbrella reflector
33.570.00  Silver/black Ø 105 cm
33.571.00  White/black Ø 105 cm
33.572.00  Transparent Ø 105 cm
33.573.00 White/black Ø 85 cm
33.574.00 Silver/black Ø 85 cm
33.575.00 Transparent Ø 85 cm
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Para 88 reflector 
33.482.00
Para 88 HR reflector
33.482.04
Para 88 Kit without adapter
33.483.03
Para 88 HR Kit without adapter
33.483.06

Para 133 reflector 
33.550.00
Para 133 HR reflector 
33.550.04
Para 133 Kit without adapter
33.550.03
Para 133 HR Kit without 
adapter
33.550.06

Para 177 Kit
without adapter
33.551.03

Para 222 Kit
without adapter
33.552.03
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Stelos
31.770.XX
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Hot Shoe
Adapter 2 in 1
a6.137.00

DMX-adapterbox
for LED F160
64.010.00

RFS 2.1
transmitter/
receiver kit
36.135.00

bronControl bronAPI

RFS 2.1
receiver
36.134.00

RFS 2.1
transmitter
36.133.00
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Balloon
33.161.00

broncolor Flooter
32.431.00

Litepipe P
32.452.00

Picobox
33.128.00

RFS 3 transmitter
36.164.00  RFS 3 C (Canon)
36.165.00 RFS 3 N (Nikon)
36.166.00 RFS 3 S (Sony)
36.167.00 RFS 3 F (Fuji)
36.168.00 RFS 3 L (Leica)
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Bron Elektronik AG

CH-4123 Allschwil / Switzerland

www.broncolor.swiss

For more than 65 years broncolor has been shaping
the world of commercial photography with professio-
nal fl ash and continuous lighting solutions. The power
packs and monolights as well as the most extensive
range of light shapers can be found in the most
renowned studios all over the world. The decades of
reliability – equivalent to investment protection – as
well as the convenience of operation and outstanding
performance data secure broncolor a fi rm place in the
cosmos of premium products.

broncolor is aware of its commitment to the highest
quality and therefore maintains its own development
and production facilities in Switzerland. There, Stelos 
is largely manufactured by hand. Visitors
can convince themselves of the craftsmanship and
the high production depth during a factory tour
(organisation via the local broncolor partner).

The support of broncolor users is ensured by a
network of long-standing and authorised partners in
more than 60 countries. The broncolor partner
network is always on hand to provide support, both for
consulting and after-sales service.
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